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Standard Gas Burners









For Models 2650 Thru 3850









Full Modulating Firing Sequence

Burner(s)
Each boiler shall include a factory-mounted forced-draft burner requiring ______ volt,  _____ phase power supply. Burner(s) must bear U.L. "A" label and satisfy requirements of UL, ________ and CSD‑1B.  Burner(s) will be of the full modulating type with a manual potentiometer and auto/manual transfer switch. Flame sensing shall be ultra violet using Honeywell RM7800L flame safeguard control with display module. The burner console shall include six signal lights:  “power on”, “main fuel on”, “ignition”, “call for heat”, “flame failure” and “low water”, .5 KVA control circuit transformer, burner motor starter with overload protection, on/off control switch and 6 amp. control fuse, remote alarm relay with isolated terminal connections, combustion air damper relay with isolated terminal connections, designed to close outside air damper on a burner flame failure.

Gas Train

Each burner shall include a factory mounted and wired gas train to comply with UL795, ______, ________ and CSD-1B. The main gas train will consist of 1 – main manual shut-off valve, 1 – main gas regulator (lock-up type for pressures above 1 PSIG), 1 – motorized gas valve, 1 – solenoid safety gas valve, low and high gas pressure switches, gas ring pressure gauge, 1- manual checking cock and 1 – butterfly type gas metering valve. The pilot gas train will consist of a manual shut-off valve, a lock-up type pilot regulator and a solenoid gas shut-off valve.

Burner Warranty

In addition to the 5 year pressure vessel warranty, the burner, trim, controls and auxiliary components shall carry a one year warranty after date of start-up(or 18 months from the date of shipping, whichever occurs first). Boiler manufacturer shall provide replacement for defective parts and installing contractor shall be responsible for all associated labor charges.

Start-Up

Boiler/burner start-up will be conducted by a factory trained and authorized representative. Factory representative will include instructions to owner and a written report of all combustion tests and with oxygen and carbon monoxide percent efficiency readings, and operation settings for each boiler/burner unit.  In addition, owner shall be furnished with three (3) sets of boiler operation and maintenance manuals.

